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Technical data sheet

“TIPER EXECUTIVE” series includes a range of writing-desks with aluminum frame formed by a central crosspiece of adequate dimensions, with legs that are manufactured
in pressure die cast aluminum (GLAT) and are fastened to the crosspiece by means of a corresponding joint system, and with a set of platforms that are used to att ach the top
to the desk.

FRAME
Crosspieces: The crosspieces are made from 65x65 mm square section extruded aluminum with oxidized finish. There are holes on the sides of the crosspieces, which are
used either to fix the legs or to attach the supporting brackets for the top of the desk, while the borders are closed with a semi-transparent plastic cover.

LEGS
Side Leg (GLAT Configuration): The side legs are made from powder-varnished aluminum and are available in the following colors: varnished chrome (CV), covered with
transparent polyester film, and silky aluminum (AS). A joint bracket made from pressure die cast sandblasted aluminum is screwed onto the upper part of the leg.  The joint
bracket with appropriate metal hardware is used to fix the leg to the beam. The lower part of the leg is placed on the floor by means of a set of adjustable feet, made from a 
semi-transparent plastic, and a soft plastic sole plate shoe, which is also suitable for delicate types of floors. The desk is adjusted throguh the turned-stell knob with a knurled
outer surface. The adjustment is carried out by rotating the knob in the clockwise or counterclockwise direction. 
Other configurations are also available, with the legs fixed to the crosspiece by their upper parts by means of a corresponding joint bracket, which is made from pressure die
cast sandblasted aluminum. The same bracket is also used to join the crosspieces in line. 
Panelled Side: A series of writing-desks is available with wooden or glass top and panelled sides. These are made from veneered MDF with sliced wood veneer on both sides
of the wooden top. The side is 60 mm thick and has a plate used to fix the side to the beam. It is covered with 2 mm thick wooden board on its sides, which is rounded with a
radius of 2 mm. 

TOP OF THE DESKS
Wooden Tops: The 29 mm thick wooden top is manufactured with lightweight panels of medium density (an approximate density of 600 kg/m ), with the fire reaction class 23

in compliance with current regulations. It is finished with sliced wood veneer, hot glued with urea glues with low emission of formaldehyde.  The following types of wood are avail-
able: light walnut (NO), American cherry-wood (CO), and black ash (FN). Lengthwise the tops represent a 2 mm thick solid board of the same color as the top, with 25  bevel °
with an inclined surface, which is varnished in the same shade as the surface finish. Sidewise the tops consist of a straight solid 2 mm thick board of the same color as the
top. 180 and 200 modules are available; the depth is 90 cm. The supporting brackets of the top are made of pressure die cast sandblasted aluminum and fasten the tops to
the crosspiece of the frame. 
Glass Tops: The glass tops are available in transparent finish (VTØØ), acid-etched (ØCØC), white lacquered (VVBI), and black lacquered finish (VSNE).  The white lacquered
tops are manufactured from an extra white sheet of glass that does not alter the color.  It is 12 mm thick, and the board is glazed-edged with rounded corners.  The tops have
a set of clasps made from sandblasted aluminum with anodized finish. The clasps are glued in the lower part to fix them to the frame.
Linking Elements and Tops: The linking elements are made either from 95x67 cm glass that has the same characteristics as the top, or from 95x67 cm veneered MDF with
the same characteristics as the top of the writing-desks.
Top of Conference Desks: There are various types of tops available: 120 cm diameter top made from veneered 29 mm thick MDF with its sides bevelled downwards, or 120
cm diameter top made from 12 mm thick glass, available in the following range: transparent (VTØØ), black lacquered (VSNE), and white lacquered (VVBI).  The latter type is
manufactured from extra white glass. The top is fastened to the central column with the stand made from shaped metal. 
The desk with an oval top is available, either in 238x118 cm and 12 mm thick glass version, or in 240x120 cm and 29 mm thick veneered MDF version.  The finishes available
are indicated in the price-list. 
The tables with the dimensions of 320x120 – 480x120 cm, with the shaped top that consists from two or three plates. This type of desk is available either in veneered MDF ver-
sion, with various types of finishes and its sides bevelled downwards, the same way as is the top of the writing-desk, or in glass version.
An inspectionable box section made from epoxy powder coated metal is also available. This box section is fixed under the table top and is used both as a means to strengthen
the frame and as a technical opening to place and pull electrical cables. 
The tables with the dimensions of 360x140 – 400x160 cm, with the shaped top that consists from four plates. This type of desk is available in veneered MDF version only, with
various types of finishes available for this series. It is fastened to the frame, which is formed by beams and GLAT legs, by means of corresponding screws.  An inspectionable
box section made from epoxy powder coated metal is available for this model. This box section is fixed under the table top and is used both as a means to strengthen the frame
and as a technical opening to place and pull electrical cables. 
The desks consisting of 140 - 160 - 180 cm modular elements, connected on the borders by two shaped parts. The tops are made either from veneered MDF with various types
of finishes available for this series, with the board bevelled downwards, or in 12 mm thick glass fastened to the frame, which is formed by beams and GLAT legs.  The above
type of the desk has a central band covered with a set of leather-coated panels. Inspectionable box sections are also available.  These are made from epoxy powder coated
metal and are fastened in corresponding positions. The box sections are used both as a means to strengthen the frame and as a technical opening to place and pull electrical
cables.

PEDESTALS AND SERVICE ELEMENTS
The pedestals include the following types:
Metal pedestals: These consist of the epoxy powder coated structure, available in the following colors: varnished chrome (CV) and silky aluminum (AS) made from pressed
and assembled metal plate. The corners are perfectly rounded, and the top and front panel and pressed from ABS in anthracite color.  The metal pedestals are 57 cm deep.
The following types are available: wheeled pedestals, either with three personal drawers or with one personal drawer and one filing drawer; suspended pedestals, either with
two personal drawers or with one filing drawer; and supporting pedestals, either with three personal drawers or with one personal drawer and one filing drawer.  All these models
have a small stationery drawer made from pressed plastic.
The drawers are made from black pressed plastic. The drawers slide on ball-type runners with anti-corrosion treated finish. 
The filing drawer slides on ball-type completely pull-out runners. It has a height adjustable frame that can contain both suspended and 5th wheel folders.
The numbered Yale lock with simultaneous closing of the drawers and with the anti tilt system. The pedestals have 3.6 diameter swivel wheels screwed onto the ribbed galva-
nized metal bottom.
Wooden Pedestals and Service Elements: It is possible to match veneered pedestals, either wheeled or supporting, with three personal drawers or with a filing drawer, to
the writing-desks. The pedestals are made of 20 mm thick veneered poplar chipboard. They are varnished in the same way as the top of the desks.  Besides, a pedestal with
either three personal drawers or a filing drawer is available, with frontal or back panel made from multi-line laminate in aluminum color.  All pedestals have a small stationery
drawer made from pressed plastic. The drawers are made from multi-row wood; they slide on retractable runners, treated with anti-corrosion finish and provided with a ball-type
sliding trolley. The filing drawer is made from multi-row wood; it is varnished with transparent colors and has retractable completely pull-out runners and a filing fitting connec-
ted to it. The cylinder lock has an articulated key, which closes all drawers at a time. All wheeled pedestals, with the exception of the service cabinet, are provided with the anti-
tilt system; the pedestal with a filing drawer has a metal balancing weight. The pedestals and service cabinets can also be supplied with 100mm diameter wheels with plate
fixing (RUG type) upon request, with the central trunk made from solid wood varnished in the same color as the structure and covered with soft anti-slip rubber backing in grey
color. 
The frontal panels of the drawers have 2 mm thick solid wood cover, rounded with a radius of 2 mm on its four sides. They also have a knob made from Zamak alloy and var- 
nished in aluminum color.
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Finishes and Colors 
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GLAT

Wood Tops

AM = Aluminum 

LR = Lined Laminate

DESKS

PEDESTALS

PØ = Black

EP = Leather

CO = American Cherry

CV = Chrome Color  (Painted Finish)

FN = Black Ash

CO:

CO = American CherryCO:

MWAS = Aluminum Silk  (Painted Finish )

FR:

NO = Light WalnutNO:

FN = Black AshFR:

NO = Light WalnutNO:

Metal

Wood

Glass Tops

ØØ = TransparentVT:

ØC = Etched GlassØC:

VV:

VS:

BI = White Painted Glass

NE = Black Painted Glass
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Finishes and Colors 
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H75: Desk height 75 cm (29C”)

CSM: Metal Drawers

RUG: Large Casters

VARITENS

CV = Chrome Color - Painted Finish

MWAS = Aluminum Silk - Painted Finish 

Black

Aluminum

Chrome Color

Neutral

Dark Grey

NE:

AO:

CR:

ØØ:

GC:

AN = Nobel Silver 

VQ = Painted 

Metal

LEGS

COMPLEMENTS




















































































