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Tandem

 Seating

Ordering Information

Jofco requires configuration drawings accom-
pany all orders for modular or custom
arrangements. Please reference the guidelines
below for specifying tips. Final product con-
figuration drawings are the responsibility of
the customer or specifier.

Typical and modular arrangements should be
ordered separately.

Jofco will pack and ship up to three modular
assembled units together. Some assembly may be
required. For orders over three units, detailed
instructions are included in each carton.

All tandem items can be reconfigured in the field
when items are ordered individually. Items in typi-
cal configurations are not finished on all sides.
Heavy or extended use of the product could also

limit the actual configurability in relation to
the product finish.

Jofco does not recommend any module with
an unsupported span greater than 22Z - leg
units must be spaced at least every 22Z of
the configuration’s run.
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How to Order

When ordering a custom seating and table
arrangement, you must  provide a diagram of
the project when submitting your order. Use
the following examples and guidelines for ref-
erence.

1. Determine the shape you will be using
(straight, L shape or U shape)
2. Fill in diagram using C for Chair and T for
Table. If additional room is required, use a
similar grid on a separate piece of paper.
3. Fill in customer name and purchase order #
4. Select finish from page 4 or back cover 
5. Select upholstery or leather information
6. Select optional laminate for table:
Black Granite
Sandstone
Lightstone
Greystone

U-Shape

Your Order

Customer Name:

Purchase Order #:

Finish:

Upholstery/Leather:

Additional Information:





BROADCAST TANDEM DESCRIPTION/NOTES MODEL W D H WT LIST PRICE PER GRADE

Tandem Seating
.
Standard Features
table module
for use between chairs
frame is joined by dowels
installed height: 18¼ 

UGM57-IT
.
Specify Options
1. finish*
2. laminate top on table
3. cal133
.
.

19 19½ 2¾ 17 Price 444

Tandem Seating
.
Standard Features
table module
frame is joined by dowels

UGM57-LT
.
Specify Options
1. finish*
2. laminate top on table
3. cal133
.
.

22¼ 19½ 18¼ 23 Price 611

Tandem Seating
.
Standard Features
table module
frame is joined by dowels

UGM57-RT
.
Specify Options
1. finish*
2. laminate top on table
3. cal133
.
.

22¼ 19½ 18¼ 23 Price 611

Tandem Seating
.
Standard Features
corner table module
makes 90 degree turn
leg positioned in corner of table
frame is joined by dowels
installed height: 18¼ 

UGM57-CT-90
.
Specify Options
1. finish*
2. laminate top on table
3. cal133
.
.

25⅛ 25⅛ 2¾ 26 Price 687

Broadcast Tandem
Design: Chesser Schacht Design

How To Order: Specify model number and options listed with each product section. Options marked with an asterisk are required. Failure to do so will delay order
processing. Options without an asterisk will be made standard if not otherwise specified.
EX: UGA2640.Merlot.Alloy.MilestoneMediumGray
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